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INTRODUCTION  

 

HOW TO USE THIS GUIDE 

This guide provides detailed instructions on how to install artificial green wall products. 

Before beginning the installation process, please ensure that you have the correct amount 

of green wall for the specific area you wish to cover, as well as being comfortable using the 

tools and equipment required. This guide can be referred to when installing any green wall 

product, however for best results we recommend sourcing your artificial green wall from 

www.yorkshiregreenwall.com.  

The set of instructions provided is the exact method our team uses to install artificial green 

wall. However, additional methods/recommendations are provided where applicable if you 

wish for a simpler and quicker installation process.  

 

CONTACT US 

If you come across any problems whilst installing your green wall please feel free to contact 

us. Alternatively, if you would like the Yorkshire Green Wall team to install the product for 

you please get in touch so we can arrange a quote.  

Telephone: 07538420022 

Email: yorskhiregreenwall@gmail.com 

 

 

 

 

 

 

 

 

 

 

 

http://www.yorkshiregreenwall.com/
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INSTALLING ONTO A WALL 

This section focusses on installing green wall panels onto a concrete wall. For best results 

we recommend attaching plywood to the wall (step 1), however If attaching to a plastered 

wall the use of plywood is not required (skip to step 3). Some of our customers have 

attached a metal frame instead of plywood and then used cable ties to secure the green 

wall. If you would like to follow this method please refer to the cable tie instructions on 

page 6. 

 

STEP 1 – CUTTING THE PLYWOOD 

Cut the plywood into the correct shapes and 

sizes to ensure that all of the wall will be 

covered. For best results we suggest you do not 

attach the plywood at this stage, instead move 

on to step 2. 

 

 

STEP 2  – PAINTING THE PLYWOOD 

We recommend painting or spraying the 

plywood green or black to reduce visible gaps in 

the foliage. However, many of our customers 

have still achieved great results without 

following this step – so it is up to you! 

 

 

STEP 3 – ATTACH PLYWOOD TO THE 

WALL 

Once the plywood has dried, attach to the wall 

ensuring all areas are covered. Test that the 

plywood is securely in place by shaking lightly. 

This is specifically important if the wall is 

outside, to avoid any damage in severe weather 

conditions. 
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STEP 4  – CUTTING THE GREEN WALL 

Depending on the size of the area, we suggest at first 

attaching whole sheets of the green wall and then cutting 

the following sheets to the required size. If the wall is a 

small area and one sheet of green wall is too large, start by 

measuring the wall and then cutting the product to shape 

before attaching. To cut the green wall simply turn it over 

so the plastic meshing is facing upward, then cut along a 

straight edge using a Stanley knife.  

IMPORTANT: Do not throw away any trimmings after cutting. These can be used at the end 

of the installation to fill in gaps. It is also advised to keep any leftover green wall after 

completing the installation in case any sections need filling in at a later date. 

 

 

STEP 5  – CLADDING THE GREEN WALL 

For best results we recommend using a nail or staple 

gun to attach the green wall, however, if you do not 

have access to such equipment the use of a hammer 

and small nails/tacks would also be suitable.  Before 

nailing, ensure the green wall is in the correct place and 

flush against the plywood. Next, nail along one side of 

the green wall before moving along the other edges 

until the entire perimeter of the sheet is attached to 

the plywood. Then, nail across the centre of the green 

wall to ensure the entire sheet is attached. When 

attaching the next section make sure it is aligned and marginally overlaps so that there will 

be no gaps between the sections, and then follow the same process.  

 

STEP 6  – FINISHING TOUCHES 

If there are any gaps in the foliage use the cut off strips to cover these areas. Green wall is 

usually shipped flat and therefore needs to be dressed out once installed. This allows you to 

shape the green wall to your personal taste.  

 

First secure the 

perimeter as shown 

by the white arrows. 

Then nail across the 

entire central part of 

the sheet to ensure it 

is fully installed. 
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STEP 7  – TAKE A PIC! 

Congrats, you have just installed your own artificial 

green wall! why not take a photo? Feel free to 

email yorkshiregreenwall@gmail.com with your 

pics and we will upload them onto our social 

media! 

Alternatively, if you post your pics on Facebook or 

Instagram please tag us @yorkshiregreenwall 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

mailto:yorkshiregreenwall@gmail.com
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INSTALLING ONTO A FENCE OR RAILINGS 

For best results when installing onto fencing or railings we recommend following the 

previous installation method outlined on page 3. The use of nails/staples onto a plywood 

backing allows for a secure hold of the green wall. However, if you would like a more 

versatile and easy installation please see the instructions below. This method uses cables 

ties as opposed to nails, which not only allows for a quicker installation, but also makes the 

process of uninstalling the green wall much easier in the future.  

 

STEP 1  – CUT THE GREEN WALL TO 

SHAPE 

Again, we recommend attaching full sheets of green 

wall to the area first, and then cutting the remaining 

sections to shape. However, if the area is smaller 

than a full sheet of green wall you will need to cut 

the product to shape first. To do this, turn the green 

wall over and cut through the plastic meshing using 

a Stanley knife. 

 

STEP 2  – CLADDING THE GREEN WALL 

Place a section of the green wall into place and then begin 

running cable ties (preferably black or green) through 

the meshing of the green wall and around the fence 

post/railing. We recommend several cable ties along 

each side as well as several across the central area of the 

section of green wall. Once the section is secured in place, 

move onto the next piece and follow the same procedure, first 

making sure that the new section is aligned and marginally 

overlaps to avoid any gaps between sections.   
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STEP 3  – FINISHING TOUCHES  

If there are any gaps in the foliage use the cut off strips to cover these areas. Green wall is 

usually shipped flat and therefore needs to be dressed out once installed. This allows you to 

shape the green wall to your personal taste. Cut off any excess length on the cable ties to 

reduce their visibility. 

 

STEP 4 – TAKE A PIC! 

Congrats, you have just installed your own artificial 

green wall! why not take a photo? Feel free to email 

yorkshiregreenwall@gmail.com with your pics and we 

will upload them onto our social media! 

Alternatively, if you post your pics on Facebook or 

Instagram please tag us @yorkshiregreenwall 
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MAINTENANCE 

One of the benefits of installing artificial green wall is that minimal maintenance is required 

to keep it in tip-top condition. Below are just a few ways in which you can ensure your green 

wall looks fab all the time! 

 

INDOOR 

To clean the green wall, we recommend an occasional dust using a feather 

duster – it really is that simple! If you have installed the green wall in a 

commercial space such as a bar or restaurant it is a good idea to check it 

regularly. Despite being fairly sturdy in construction, customers may be 

able to remove some of the foliage.  

 

OUTDOOR 

If the green wall is outside but under cover, it is again 

advised to use a feather duster to give it an occasional 

clean. However, if it is exposed to the elements it is 

recommended that you check on the product for damage 

or loose foliage following any extreme weather. If you have 

any left-over green wall foliage this can be used to replace 

specific sections that may become damaged over time.  

 

 

 

 

 

 

 

 

  


